






- 77 - w
w

w
.y

p
tiu

s.
co

m

Displacement Max pressure Max 
speed

Min 
speed

Dimension Inlet Outlet

cm3/rev inc/
P1 P2 P3 A D d

bar PSI bar PSI bar PSI r/min r/min mm inch mm inch mm inch

3 0.18 270 3915 285 4133 300 4350 4000 800 24.5 0.96 13 0.51 13 0.51

4 0,24 270 3915 285 4133 300 4350 4000 600 25,3 1.00 13 0.51 13 0.51

6 0,37 270 3915 285 4133 300 4350 4000 600 27,0 1.06 13 0.51 13 0.51

8 0,49 270 3915 285 4133 300 4350 3500 500 28,6 1.13 13 0.51 13 0.51

10 0,61 270 3915 285 4133 300 4350 3000 500 30,3 1.19 20 0.79 13 0.51

12 0,73 270 3915 285 4133 300 4350 3000 500 32,0 1.26 20 0.79 13 0.51

14 0,85 250 3625 265 3843 280 4060 4000 500 33,3 1.31 20 0.79 13 0.51

16 0,98 250 3625 265 3843 280 4060 4000 500 35,3 1.39 20 0.79 13 0.51

18 1,10 250 3625 265 3843 280 4060 3600 400 37,0 1.46 20 0.79 13 0.51

20 1,22 220 3190 235 3408 250 3625 3200 400 38,6 1.52 20 0.79 13 0.51

22 1,34 220 3190 235 3408 250 3625 3000 400 40,3 1.59 20 0.79 13 0.51

25 1,53 200 2900 215 3117,5 230 3335 3000 400 42,8 1.69 22 0.87 13 0.51

28 1,71 180 2610 190 2755 200 2900 2500 400 45,3 1.78 22 0.87 13 0.51

30 1,83 160 2320 170 2465 180 2610 2500 400 47,0 1.85 22 0.87 13 0.51

YBHP2/B1

M8 thread depth 16.
To mount the pump, n. 4 M10 screws, with a torque wrench 
setting fixed at 70…75 Nm [51.8…55.5 lb/ft].
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Displacement Max pressure Max 
speed

Min 
speed

Dimension Inlet Outlet

cm3/rev inc/
P1 P2 P3 A D d

bar PSI bar PSI bar PSI r/min r/min mm inch mm mm

3 0.18 270 3915 285 4133 300 4350 4000 800 24.5 0.96 1 1/16-12 UNF 7/8-14 UNF

4 0.24 270 3915 285 4133 300 4350 4000 600 25,3 1.00 1 1/16-12 UNF 7/8-14 UNF

6 0.37 270 3915 285 4133 300 4350 4000 600 27,0 1.06 1 1/16-12 UNF 7/8-14 UNF

8 0.49 270 3915 285 4133 300 4350 3500 500 28,6 1.13 1 1/16-12 UNF 7/8-14 UNF

10 0.61 270 3915 285 4133 300 4350 3000 500 30,3 1.19 1 1/16-12 UNF 7/8-14 UNF

12 0.73 270 3915 285 4133 300 4350 3000 500 32,0 1.26 1 1/16-12 UNF 7/8-14 UNF

14 0.85 250 3625 265 3843 280 4060 4000 500 33,3 1.31 1 1/16-12 UNF 7/8-14 UNF

16 0.98 250 3625 265 3843 280 4060 4000 500 35,3 1.39 1 1/16-12 UNF 7/8-14 UNF

18 1.10 250 3625 265 3843 280 4060 3600 400 37,0 1.46 1 1/16-12 UNF 7/8-14 UNF

20 1.22 220 3190 235 3408 250 3625 3200 400 38,6 1.52 1 1/16-12 UNF 7/8-14 UNF

22 1.34 220 3190 235 3408 250 3625 3000 400 40,3 1.59 1 1/16-12 UNF 7/8-14 UNF

25 1.53 200 2900 215 3118 230 3335 3000 400 42,8 1.69 1 1/16-12 UNF 7/8-14 UNF

28 1.71 180 2610 190 2755 200 2900 2500 400 45,3 1.78 1 1/16-12 UNF 7/8-14 UNF

30 1.83 160 2320 170 2465 180 2610 2500 400 47,0 1.85 1 5/16-12 UNF 7/8-14 UNF

YBHP2/A0

“D” and “d” ports are machine in compliance with threaded 
port with threaded ports with O-ring seal in truncated housing 
SAE J1926/1 (ISO J1926-1).
To mount the pump, n. 4 M10 screws, with a torque wrench 
setting fixed at 70…75 Nm  [51.8…55.5 lb/ft].
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